
E208 subject to alterations

PUNCHING AND EMBOSSING UNIT WITH MATRIX 
FOR PUNCHED HOLES AND SELF TAPPING SCREWS
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2282.01.

to DIN 9861
Example of application:

2282.01.xxx.1  Embossing die 2282.01.xxx.2  Punch die 2282.01.xxx.3  Bottom die

Material:
HSS

Execution:
The punching and embossing unit with matrix 
consists of:
1 x embossing die
1 x punch die
1 x matrix

Sheet metal thickness:
max. 0,6 mm = 2282.01.035/039
max. 0,8 mm = 2282.01.042
max. 0,9 mm = 2282.01.048
max. 1,0 mm = 2282.01.055/063

Nominal-∅ =               
Order No Thread size d1 d2 d3h6 d4k6 d5h6 d6 d7 d8h6 d9k6 l1 l2 l3 l4 l5
2282.01.035 B 3,5 2.75 3.2 7.5 3.75 2.7 2.7 3.1 7.5 3.75 31.3 28 74.5 71.5 60
2282.01.039 B 3,9 3.05 3.4 7.5 3.75 3 3 3.6 7.5 3.75 31.3 28 74.5 71.5 60
2282.01.042 B 4,2 3.15 3.5 8.5 4.25 3.1 3.1 3.7 8 4 31.3 28 74.5 71.5 60
2282.01.048 B 4,8 3.85 4.2 9 4.5 3.8 3.8 4.5 8 4 31.3 28 74.5 71.5 60
2282.01.055 B 5,5 4.35 4.8 9 4.5 4.3 4.3 5 8 4 31.3 28 74.5 71.5 60
2282.01.063 B 6,3 4.85 5.3 10.5 5.25 4.8 4.8 5.5 10 5 31.3 28 74.5 71.5 60

2282.01. Punching and embossing unit with matrix for punched holes and self tapping screws

https://www.de.shop.fibro.com/en/2282-01-
https://fibro.partcommunity.com/3d-cad-models/?info=fibro/normalien/e/e01/e01_10/2282_01_asmtab.prj#!prjpathinfo=fibro/normalien/e/e01/e01_10/2282_01_asmtab.prj



