
D287subject to alterations

Ordering Code (example):

Pressure bolt with base, according to VW = 2446.10.55.
Execution Shape 4 = 04.
Length l 150 mm = 150
Order No = 2446.10.55. 04. 150

PRESSURE BOLT WITH BASE, ACCORDING TO VW

Description:
Pressure bolts with base are used to transfer force from the pressure 
cushion of the press to the tool.

Material:
C45 (1.0503), heat-treated 800 - 1000 N/mm2

Execution:
drop-forged

Note:
Screws are not included.

2446.10.55.    Pressure bolt with base, according to VW
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Execution:
10/ 11/ 12

Execution:
2/ 3/ 4/ 5

Order No Shape b l* Gradation
2446.10.55.02.150 2 40 150 - 360 1
2446.10.55.03.150 3 - 150 - 360 1
2446.10.55.04.150 4 - 150 - 360 1
2446.10.55.05.150 5 - 150 - 360 1
2446.10.55.10.150 10 60 150 - 360 1
2446.10.55.11.150 11 40 150 - 360 1
2446.10.55.12.150 12 - 150 - 360 1  
*to customer’s specifications!

https://www.de.shop.fibro.com/en/2446-10-55-
https://fibro.partcommunity.com/?info=fibro/normalien/d/d09/d09_13/2446_10_55.prj



